
Compact K3
Technical Data

Compact K3
Triple Convector Type 33

Btu/hr @ rt50˚C

   Height       Length          Henrad Heat emissions
     mm           mm              Code            Watts        Btu/hr

                  1000        2033310        1349        4603

                  2000        2033320        2698        9206

                   600         2053306        1234        4210

                   700         2053307        1439        4910

                   800         2053308        1645        5613

                   900         2053309        1850        6312

                  1000        2053310        2056        7015

                  1100        2053311        2262        7718

                  1200        2053312        2467        8417

                  1400        2053314        2878        9820

                  1600        2053316        3290       11225

                  1800        2053318        3701       12628

                  2000        2053320        4112       14030

                  2400        2053324        4523       15432

                    400         2063304         956         3262

                   500         2063305        1195        4077

                   600         2063306        1433        4889

                   700         2063307        1672        5705

                   800         2063308        1911        6520

                   900         2063309        2150        7336

                  1000        2063310        2389        8151

                  1100        2063311        2628        8967

                  1200        2063312        2867        9782

                  1400        2063314        3345       11413

                  1600        2063316        3822       13041

                  1800        2063318        4300       14672

                  2000        2063320        4778       16303

                  2400        2063324        5734       19564

                   500         2073305        1356        4627

                   600         2073306        1627        5551

                   700         2073307        1898        6476

                   800         2073308        2170        7404

                   900         2073309        2441        8329

                  1000        2073310        2712        9253

                  1100        2073311        2983       10178

                  1200        2073312        3254       11103

                  1400        2073314        3797       12955

                  1600        2073316        4339       14805

                  1800        2073318        4882       16657

                  2000        2073320        5424       18507
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Henrad Compact K3Technical information

Testing and Operating Pressures
Henrad Compact K3 has been independently tested to
ensure these radiators perform to a maximum working
pressure of 10.0 bar.

Connections
Henrad Compact K3 has 4 x 1/2” BSP connections as
standard.

Paint Process
Two coat paint process, each Henrad radiator is
subjected to a multi-stage cleaning and paint process.

The final powder coat is Traffic white (RAL 9016) which is
stoved and cooled to give a perfect finish. All radiators
are illustrated in Traffic white unless stated.

Water Treatment
Installation of the system should be properly flushed and
fitted in accordance with the British Code of Practice for
the Treatment of Water in Domestic Hot Water Central
Heating Systems.

Warranty
Henrad Compact K3 comes with a 10 year
manufacturer’s warranty.

Dimensions
A 133mm
B 600mm

COMPACT K3 Lug Positions
All dimensions in mm.

Mounting Bracket Information
All dimensions in mm.

Rear Elevation Side Elevation

Wall Mounting Information
All dimensions in mm.
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IN
STOCK

Tested to
withstand


